AM/VHF Aircraft Pocket (120-0601) 
Portable Radio 


Features 
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The REALISTIC JETSTREAM is a highly sensitive AM and VHF Air pocket 
Radio. Use it to tune in your favorite AM station or exciting aircraft 
signals on the 108 to 135 MHz band. 



AM/VHF Aircraft Pocket (120-0601) 
Portable Radio 


Operation 
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INSTALLING THE BATTERY AND USING YOUR RADIO 

1. Remove the back cover by gently pushing the "OPEN" tab (at the 
bottom of the case) in and upward. Snap the connector over a 9-volt 
battery such as Radio Shack's 23-464 or 23-583. Position the 
Battery inside the Radio and replace the cover. 

2. Set AM-VHF switch to the desired band. 

3. Rotate Volume control downward to turn the Radio on. Adjust for the 
desired level of sound. 

4. Adjust TUNE for the desired station. 

5. Rotate VOLume upward to turn Radio OFF. 

NOTES: For AM Reception, you do not need to extend the Telescopic 

Antenna. The built-in high-efficiency ferrite loopstick antenna 
will pick up even weak and distant stations. However, you may 
notice that reception is affected by the position and location of 
the Radio. Position it for best reception - rotate it or place it 
near a window if using in-doors. 

For VHF Reception, extend the Antenna to its full length. The VHF 
band covers most of the popular and useful Aircraft services. If 
you live near an Air Traffic Control center or near an airport, 
you'll find plenty of signals to interest you on this band. Some 
of the channels may be used somewhat intermittently - in this 
case, you may have to wait for some time between signal 
transmissions . 

For Private Listening, plug the Earphone into the Earphone jack on 
the side of the radio. 

If sound becomes weak or distorted, try a new battery. Never 
leave a weak or dead battery in your Radio. If you are not going 
to use it for a few weeks, remove the battery. We recommend Radio 
Shack's Catalog Number 23-464 or 23-583 for extra-long-life. 



AM/VHF Aircraft Pocket (12-601) 

Specifications 
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Portable Radio 



ELECTRICAL SPECIFICATIONS 



AM SPECIFICATIONS 




NOMINAL 

LIMIT 

Frequency Coverage 

510-1650 kHz 

520-1620 kHz 

Intermediate Frequency 

455 kHz 


Max. Sensitivity 

350 MicroV/m 

700 MicroV/m 

20dB quieting sensitivity 

500 MicroV/m 

1000 MicroV/m 

S/N ratio at 5 mV/m 

36 dB 

30 dB 

Band width at 6dB down 

6 kHz 

4-9 kHz 

Harmonic distortion 

4 % 

7 % 

Image rejection ratio 

35 dB 

2 8 dB 

I.F. rejection ratio 

2 8 dB 

25 dB 

Whistle modulation at 5 mv/m 

5 % 

15 % 

no clipping 



AGC figure merit 

45 dB 

35 dB 

Selectivity 

25 dB 

17 dB 

Frequency deviation 600 kHz 


+/- 20 kHz 

1400 kHz 


+/- 70 kHz 

Lowest Battery voltage 

4.5 V 

6 V 

NOTE: Standard output level is 

50 mW at 25 ohm (resistive load) and input 

level is 5 mV/m 400 Hz 30 

% Mod . 


VHF SPECIFICATIONS 




NOMINAL 

LIMIT 

Frequency coverage 

107-137 MHz 

107.5-135 MH z 

Intermediate Frequency 

10.7 MHz 


Max. sensitivity 

15 MicroV 

30 MicroV 

20dB quieting sensitivity 

20 MicroV 

40 MicroV 

S/N ratio at 1 mV 

50 dB 

40 dB 

Image rejection ratio 

24 dB 

16 dB 

I.F. rejection ratio 

7 0 dB 


Harmonic distortion at 1 mV 

2 % 

5 % 

Overload capacity 


100 mV 

Selectivity 400 kHz 

2 6 dB 

30 dB 

NOTE: After setting Volume Control at maximum position 

, connect Signal 



Generator to telescopic antenna input terminal (through suitable 
impedance matching network) . Standard output level is 50 mW at 25 
ohm (resistive load) . 

Nominal Spec, represents the design specs, all units should be able 
to approximate these - some will exceed and some may drop slightly 
below these specs. Limit Specs represent the absolute worst 
condition which still might be considered acceptable, in no case 
should a unit perform to less than within an Limit Spec. 
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